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SPECIFICATIONS FOR HPLC SYSTEM

HPLC system should be with following specification

Type: An Automatic computer controlled high performance liquid chromatography
system equipped with a Quaternary Pump, Manual Injector, Diode Array Detector,
Software, Columns, Installation accessories.

SPECIFICATIONS YES/ (fatalogue Remarks

NO No. / Ref.
page No.

¢ Solvent delivery system: Quaternary
Gradient mixing system with high pressure
pump, suitable for high pressure application

e No of solvent: 4 nos

e Operating pressure: Maximum 5500 psi or
higher

e Pump flow rate range: 0.01 — 10.0 ml/ min

e Flow rate accuracy: + 1%

e Flow rate precision: up to 0.1%

e Flow calibration: Programmable

e De-gasser for all channel

e Purge valve can be automatic/ manual

e With all essential accessories

Manual injector with manual injection valve
having 20 ul and 20 ul as well as mounting
stand

Photo diode array detector

Wave length range: 190 -800 mm or better
Light source: Dual lamp design (Deuterium
lamp and Tungsten lamp)

Wave length accuracy: = | nm or better
Detector type: 500 or more diode array

Base line noise: < 10 x 10° AU

Drift: less than 1.0 x 10°/Au/hr/°C

SOFTWARE:
Windows based latest suitable software for
complete control, data acquisition, data

processing for HPLC with-eemphanee
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Columns with guard column cartridges
Reverse phase C-18 (250 X 4.6 mm, 5p): 1 no
Reverse phase C-18 (300 X 3.9 mm, 5p): 1 no
Normal phase C-18 (250 X 4.6 mm, 5pu): 1 no
Reverse phase C-8 (250 X 4.6 mm, Sp): 1 no

Syringes : 25 ul syringe (5 nos)

Installation & warranty
Installation & demonstration at free of cost and
| year warranty

Sample & Solvent filtration Kit with Pump (
including 1000 Nos filter paper for both
organic & aqua solvents & sample) .

The above mentioned specification is general in nature as per knowledge and belief
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