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1. | Seed Processing Unit with All | Attached Annexure-lIl 01
Accessories

Sub Total Rs.

Installation & Commissioning Charges Rs.

On F.O.R. basis at ICAR-CISH, RRS, Malda, West Bengal Rs.

F.OR & 3R W Hol ©IY el H—

Warranty:

One year from the date of commissioning

Operational training will be provided at least two staff by the vendor at site.

AMC Charges after warranty: 1st Year Rs.
2nd Year Rs.
3rd Year Rs.
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S| ltems/Instrument ltenis with Specifications per one unit
No Machineries
Input Capacity : 01 Ton/hr, Wheat Basis
Fan Motor (D3 HP
Steve Boat Motor (01 HP
Sieve Boat Construction  « Compressed seasoned laminated wooden sieve deck.
Travel Length of seeds
on Screens : Around 490 em
Top Screen : 700 mm x 515 mim {(LxB} 1 No.
Middle Screen 1 700 mm x 515 mim {LxB) 3 No.
Bottom Screen : 700 mm x 515 mm {LxB} 3 No.
Total Area of Screens : 2.5 Sg.M,
Deck Oscillations : 300-320 RPM
Perforated Screens : CNC punching minimum thickness of screens 1 mm
with wooden frame.
1 FINE CLEANER CUM
GRADER Alr Control : Aspiration fan with variable air control arrangement
to lift the light impurities small weed seeds,
husk and dust,
Frame MS Channel for
Structural Stability 11550 emx5.0emx 0.3 cm
Sieve Cleaning System : By bouncing rubber balls
No. of Aspirations 02 Nos. pre & post aspirations.
Feed Roller : Uniform Seed Feeding on Screens
Auger ¢ For impurities outlet,
. Bearings : SKF/NTN
Motor Make : Crompton/Siemen
Quter construction : Painted Steel
Electric Supply <440V, 3 Phase AC.
Accessories:
Al Alr Trunk and Cyclone
dust Collector 1 01 Set
8| Additional Sieves <03 Set
Salient feature:
1. Rectangular type wooden and steel deck for greater capacity and accuracy,
durability and quickly & easily interchangeable type.
2. Fans are dynamically balanced with individually adjustable air control for each
GRAVITY -
2 fan for control of air flow.
SEPARATOR Y S N e ;
3. Variable oscillation speed of deck in wide range with the help of VED.
4. Variable incineration of deck side wise and length wise.
5. Seed collecting spouts are coating fitted with bag holding clamps.
6. Feeding Hopper for uniform feeding on deck.




7. Air filter windows with fine wire mesh,
8. Overall Machine size: L-2.05 MW-1.36 M H-1.30 M
9, Deck size of machine: 1-1.58 MW-D.90 M

Specification;

Capacity : 01 Ton/hr Wheat Basis

No of fans 103

Type of deck ; Rectangular type

Electric Motor : 5 HP{Blower) and 1.5 Hp (DECK OSCILLATION] 3Ph

50 cycle AC supply make Crompton/Siemens.

CRCA sheet for body with min thickness 4 mm for less sound and structural stability.
Note: Extra deck is required for the pulses crop like Pigeon pea, Gram, Grengram ,
Lentil, Rice, Mustard and Black gram.

The %.B Elevators are required to carry seeds from feeding hopper at floor level to
machinery hopper at elevated point. This machine is made of M.S. Sheets body,
rubber belt moving on pulleys and buckets for carrying seeds. The boot section of
elevator should be open able shutter on one side of boot section and with wire mesh
cover on input hopper.

Capacity : 2.0 Ton/hr Wheat Basis
Type : Centrifugal Discharge belt type
Material to be handle  : Free flowing granular materials
Discharge chute : Provided with set up
Coating : Two coats of Enamel paints
VERQ?{,;?:;:%T Bucket Material : Nylon Bucket size 10 em™ 10 om
Material of Belt : Nylon cotton/Rubberized woven 5 Ply
Speed Reduction : By gear box of suitable gear ratio
Elevator Motor : Maximum 1 HP Crompton/Siemens.
Gear Box : Suitable gear reduction ratio make Radicon/Elecon/
Power Bulld/Branded
Construction : Standard MS Sheet boot section min. 2.50 mm,
Middle section Min. 1.60 mm, and Top Section Min.
: 2.0 mm,
Accessories : Service Platform, Ladder Screen set ete,
Capacity : 620kp/batch
Operation » Electrical and manually
Seed treatment : Suitable to treat seeds with dry powder or wet chemical.
Material of : Mixing drum made of stainless steel with fins. Frame
SEED TREATMENT made of construction mild steel.

CUM DRESSING

Maotor L 1LHP, 220V, 1440 RPM, single phase, S0/60Hz.
Blending drum size <600 mm x 1000mm{D x L}
Transmission 1 V- belt

No. Bag closer for stitching seed containers  should be provided along with machines

HAND OPERATED .
with machines. The make of stitching machine can be REVO/STICHWELL/ANY OTHER
STITCHING ‘
STANDARD MAKE.
MACHINE{ BAG 9 T
CLOSER) Type of stitch : Single thread chain stitch
Swing speed ¢ Maximum 1600-1800 stitch per minutes.

ey




Stitch length

1 3.5 stitch per inch {Fixed}

Cutter type : Mechanical

Power 1 0.1 hp, 8000 rprm, 220V

Requirement : 1.3 Amps

Capacity 1160 kg

Resolution :20gm

Platform size 1 60 x60 em

PAN : 14 SWG stainless steel of various size

Bottom frame :1,25%, 14 SWG square pipe powder coated with rubber
fevelling screws.

PLATFROM Top frame 1 1.257, 14 SWG square pipe
WEIGHING SCALE | Power supply 2220 W AC input, 9V, 1 Aout put

Computer inter face : Inbuilt RS 232 inner face

Display : LCD/LED Display

Additional requirement : Black guard for platform weighing scale
Weighing range 100 kg, readability 10 g, square pipe frame,
overload protection, calibration facility, LCD/LED display.

A central electric control panel equipped with main on and off switch, volt meter,

CONTROL PANEL change over switch, ammeter, phase indicator, emergency switch, contactors with

protective relays and fuses make L & T, Crompton, Siemens, Anchor, ABB. All cables
make Polycab and wires Anchor etc.




